




3

Mark anchor locations using

your electrical box and canopy

as a guide.

x
4 x 4 x

33”

83.8 cm
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USE APPROPRIATE ANCHORS

36 1/4”
92.1 cm

33”

83.8 cm
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Trim extra cable when

desired level and height 

are acheived



green white

(neutral)

black

(live)

6mm

7

12Neutral

Live

Ground

MAKE MAIN/LINE
VOLTAGE CONNECTIONS

green/

yellow

blue

(neutral)

brown

(live)

for 120 V wiring for 220-240 V wiring

8

10 11

9 8” /20.3 cm

Tighten nylon 
set screw on top

of sleeved section
of cord.

Ensure no wires are 

clipped or pinched 

during this operation.

Feed line/main 
voltage cord A through then 

adjust cord length. Leave 
a minimum of 8”/ 20.3 cm of 

cord after the bracket.

LAURENT 13



A

B

13

14

15

LAURENT 13



16 17

To ensure safety,

PLEASE FOLLOW THESE STEPS 

CAREFULLY
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To ensure safety,

PLEASE FOLLOW THESE STEPS 

CAREFULLY

SCREW GENTLY BUT FIRMLY
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x

Make sure the globes are 

level by micro-adjusting 

the wire lengths.

SCREW GENTLY BUT FIRMLY

1

2

20
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Maximum of 1” 
adjustable either 
up or down


